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CODE ANALYSIS

OCCUPANCY CLASSIFICATION

DESIGNATIONS FOR THE CONNECTOR (SECTION BC 312):

      U         UTILITY & MISCELLANEOUS

CONSTRUCTION TYPE FOR THE BUILDING (BC 602): 
TYPE IV (BC 602.4) - HEAVY TIMBER CONSTRUCTION OF 
SOLID OR LAMINATED WOOD
TYPE IIB (BC 602.3) - BUILDING ELEMENTS ARE OF 
NONCOMBUSTABLE MATERIALS

EXTERIOR STRUCTURAL MEMBERS (BC 602.4.7): WOOD 
COLUMNS AND ARCHES CONFORMING TO HEAVY TIMBER 
SIZES SHALL BE PERMITTED TO BE USED EXTERNALLY 
WHERE HORIZONTAL SEPARATION OF 20 FEET OR MORE IS 
PROVIDED.

FIRE RESISTANCE RATING BASED ON SEPARATION (BC 
TABLE 602): 

BUILDING ELEMENT     FIRE RATING

   SEPARATION BETWEEN 10'-0" AND 30'-0" 1 HR
   SEPARATION GREATER OR EQUAL TO 30'-0" 0 HRS

CONSTRUCTION CLASSIFICATION

BUILDING LIMITATIONS

ALLOWABLE BUILDING HEIGHTS & AREAS (BC TABLE 503):

TYPE IV (BC 602.4) OCCUPANCY GROUP U (BC 312):
HEIGHT: 65 FT
STORIES: 4
AREA: 18,000 SF

TYPE IIB (BC 602.3) OCCUPANCY GROUP U (BC 312):
HEIGHT: 55 FT
STORIES: 2
AREA: 8,500 SF

BUILDING CODE OF THE CITY OF NEW YORK - 2014 EDITION, 
UNLESS OTHERWISE NOTED.

BUILDING CODE

EXIT DISCHARGE LOCATION (SECTION 1027.3):
EXTERIOR BALCONIES, STAIRWAYS AND RAMPS SHALL BE 
LOCATED MIN. 10'-0" FROM ADJACENT LOT LINES AND 
FROM OTHER BUILDINGS ON THE SAME LOT UNLESS THE 
ADJACENT BUILDING EXTERIOR WALLS AND OPENINGS ARE 
PROTECTED IN ACCORDANCE WITH SECTION 705 BASED 
ON FIRE SEPARATION DISTANCE 

EXIT OR EXIT ACCESS REMOTENESS (SECTION 1015.2.1):
MIN. EXIT REMOTENESS (SPRINKLERED)*: 1/3 THE MAX. 
DIAGONAL DISTANCE

DEAD ENDS (1018.4):
MAX. DEAD END LENGTH (GROUP U): 50'-0"

COMMON PATH OF EGRESS TRAVEL (1014.3):
MAX. COMMON PATH OF EGRESS (GROUP U): 100'-0"

STAIRWAY WIDTH (SECTION 1009.1):
MIN. STAIRWAY WIDTH: 44"

STAIR REQUIREMENTS (SECTION 1009.2 & 1009.4)
MIN. HEADROOM: 84"
MIN. RISER HEIGHT:4"
MAX. RISER HEIGHT: 7"
MIN. TREAD DEPTH: 11"

EXIT ENCLOSURE REMOTENESS (SECTION 403.5.1):
MIN. SEPARATION: 30' OR 1/4 THE DIAGONAL DIST OF THE 
AREA SERVED.

MEANS OF EGRESS

EXIT ACCESS TRAVEL DISTANCE (TABLE 1016.1)
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NOTES:
1.) CONNECTOR SUPPORT COLUMNS SHOWN FOR ILLUSTRATIVE 
PURPOSES ONLY. NUMBER AND LOCATION OF COLUMNS SUBJECT TO 
PORT AUTHORITY REVIEW AND APPROVAL. 

2.) SUPPORT COLUMNS SHALL NOT BE LOCATED IN THE NEW YORK 
CITY RIGHT-OF-WAY.
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ON FIRE SEPARATION DISTANCE 

EXIT OR EXIT ACCESS REMOTENESS (SECTION 1015.2.1):
MIN. EXIT REMOTENESS (SPRINKLERED)*: 1/3 THE MAX. 
DIAGONAL DISTANCE

DEAD ENDS (1018.4):
MAX. DEAD END LENGTH (GROUP U): 50'-0"

COMMON PATH OF EGRESS TRAVEL (1014.3):
MAX. COMMON PATH OF EGRESS (GROUP U): 100'-0"

STAIRWAY WIDTH (SECTION 1009.1):
MIN. STAIRWAY WIDTH: 44"

STAIR REQUIREMENTS (SECTION 1009.2 & 1009.4)
MIN. HEADROOM: 84"
MIN. RISER HEIGHT:4"
MAX. RISER HEIGHT: 7"
MIN. TREAD DEPTH: 11"

EXIT ENCLOSURE REMOTENESS (SECTION 403.5.1):
MIN. SEPARATION: 30' OR 1/4 THE DIAGONAL DIST OF THE 
AREA SERVED.
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CODE ANALYSIS

OCCUPANCY CLASSIFICATION

DESIGNATIONS FOR THE CONNECTOR (SECTION BC 312):

      U         UTILITY & MISCELLANEOUS

CONSTRUCTION TYPE FOR THE BUILDING (BC 602): 
TYPE IV (BC 602.4) - HEAVY TIMBER CONSTRUCTION OF 
SOLID OR LAMINATED WOOD
TYPE IIB (BC 602.3) - BUILDING ELEMENTS ARE OF 
NONCOMBUSTABLE MATERIALS

EXTERIOR STRUCTURAL MEMBERS (BC 602.4.7): WOOD 
COLUMNS AND ARCHES CONFORMING TO HEAVY TIMBER 
SIZES SHALL BE PERMITTED TO BE USED EXTERNALLY 
WHERE HORIZONTAL SEPARATION OF 20 FEET OR MORE IS 
PROVIDED.

FIRE RESISTANCE RATING BASED ON SEPARATION (BC 
TABLE 602): 

BUILDING ELEMENT     FIRE RATING

   SEPARATION BETWEEN 10'-0" AND 30'-0" 1 HR
   SEPARATION GREATER OR EQUAL TO 30'-0" 0 HRS

CONSTRUCTION CLASSIFICATION

BUILDING LIMITATIONS

ALLOWABLE BUILDING HEIGHTS & AREAS (BC TABLE 503):

TYPE IV (BC 602.4) OCCUPANCY GROUP U (BC 312):
HEIGHT: 65 FT
STORIES: 4
AREA: 18,000 SF

TYPE IIB (BC 602.3) OCCUPANCY GROUP U (BC 312):
HEIGHT: 55 FT
STORIES: 2
AREA: 8,500 SF

BUILDING CODE OF THE CITY OF NEW YORK - 2014 EDITION, 
UNLESS OTHERWISE NOTED.
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EXIT DISCHARGE LOCATION (SECTION 1027.3):
EXTERIOR BALCONIES, STAIRWAYS AND RAMPS SHALL BE 
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NOTES:

1.) CONNECTOR SUPPORT COLUMNS SHOWN FOR ILLUSTRATIVE 
PURPOSES ONLY. NUMBER AND LOCATION OF COLUMNS SUBJECT TO 
PORT AUTHORITY REVIEW AND APPROVAL. 

2.) SUPPORT COLUMNS SHALL NOT BE LOCATED IN THE NEW YORK 
CITY RIGHT-OF-WAY.

3.) THE CONNECTOR DOES NOT CONTAIN ANY "FLOOR AREA" AS 
DEFINED BY NEW YORK CITY ZONING RESOLUTION.

4.) ACCESS AND EGRESS FOR THE CONNECTOR SHALL BE PROVIDED 
THROUGH THE EXISTING HIGH LINE 30TH STREET SPUR (BLOCK: 8224, 
LOT: 11,) AND MAGNOLIA COURT (BLOCK: 729, LOTS: 1, 50, AND 15)

5.) PORTIONS OF THE CONNECTOR THAT ENCROACH ON THE WEST 
30TH AND 31ST STREET RIGHTS OF WAY SHALL BE SUBJECT TO A NYC 
DOT REVOCABLE CONSENT AGREEMENT.
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